








5.	 Remove the safety plate by removing the two allen head screws that secure the safety plate to the frame. 
a.	 Loosen, but do not remove, the four 


allen head screws that hold the short 

(#6 in parts list) and long (#15 in parts 

list) spacers in the frames. Remove the
 
screw and spacer located at top center 

between the front and back side frames 

(#16 in parts list).
 

b.	 Loosen the three remaining lower front 

frame allen head screws so that the 

screw head is approximately 1/2” away 

from the frame panel. (See Figure #4)
 

c.	 Slide the front frame away from the Handle Pin 
machine approximately 1/2”. 

6.	 Separate the handle from the blade. (See Figure 
#5) 

a. Grasp the handle and move the handle 

and blade toward the loosened front 

plate. 

b.	 Move the handle back away from the Step 7
 

blade to free the handle pin from the 

blade. The handle pin is shown in
 
figure #5 and is attached to the handle. 

Lift the handle from the machine and 

set aside.
 

7.	 Using the blade tool (hook) remove the blade 
from the machine. (See Figure #6) 

a.	 Place the hook into the blade pin hole in
 
the cutting blade.
 

b.	 Lift the front end of the blade and slide 

the blade out of the blade cam blocks 

(#24 in parts diagram).
 

c.	 Secure the blade so that the cutting edge is not exposed. 
d.	 Remove the blade cam roller from blade and save it for reinstalling the blade. 

4.4.3 Blade Installation 
NOTE: Whenever a different blade is installed, you must level the blade after reassembly is complete. 

1.	 Lubricate the blade assembly roller and install it on the blade pin (the pin that is permanently attached to the blade) 
2.	 Insert the blade into the frame so that the blade assembly roller is between the blade cam blocks (See Figure #24 in 

parts diagram for blade cam block location). 
3.	 Insert the blade tool (hook) into the front blade pin hole and lower the blade into the frame so that the cutting edge 

rests on the surface of the cutting stick. 
4.	 Reattach the handle to the cutting blade. 
5.	 Push the front plate toward the machine. 
6.	 Tighten the long and short spacer screws (See #15 and #6 in parts diagram for long and short spacer location). 

Install and tighten screw and spacer located at top center between the front and back frames (See #16 in parts dia-­
gram). 

7.	 Install the top cover on the frame. 
8.	 Install the blade safety plate and level blade (see section 4.3.2). 
9.	 Install the front (small ) wood deck. 
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Figure #5
 

Figure #6
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5.0 Parts List 

Item. # Part # Qty. Description Item. # Part # Qty. Description 
1 WRA007053 1 Blade Handle Assy. 17A M-S030003 4 Frame Feet 
1A M-S043012 1 Handle Grip 18 W-A007005 1 Clamp Mount Plate 
2 M-S043046 1 Vinyl Safety Tip 19 WRA007006 1 Clamp Assy. 
3 M-O007055 1 Safety Latch Spring 19A M-O007030 1 Clamp Rubber Strip 
3A M-S001157 1 10-32 x 5/8 Screw 20 W-A007015 1 Top Cover 
4 W-A007050 1 Safety Plate Assy. 20A M-S001129 1 Top Cover Screw 
5 M-S002052 1 Blade Adjust Screw 21 M-O007013 1 Clamp Adjust Screw 
5A M-S007019 1 5/16 - 18 Hex Nut 21A M-S010033 1 Retaining Ring 
6 M-O007011 1 Short Spacer 21B M-S008041 1 Oilite Bushing 
7 WRA007007 1 Blade Assy. 22 M-S042004 1 Hand Wheel 
7A M-O007016 1 Blade Assy. Roller 22A MRS042005 1 Spinning Knob/Clip 
8 W-O007022 1 Safety Plate 23 M-S043011 4 Tube Cap 
8A M-S003039 2 Safety Plate Screw 24 M-O007012 2 Blade Roller Guide 
9 M-O007025 1 Small Wood Top 24A M-S63751051 6 1/4-20X1/2 Screws 

10 W-O007001 1 Front Frame 25 M-O007024 1 Large Wood Top 
11 W-O007004 2 Thin Spacer Bar 26 W-O007042 1 Back Gauge 
12 M-O007003 1 Thick Spacer Bar 27 W-O007028 1 Paper Side Rail 
13 W-O007027 2 Stick Retainer 27A M-O007032 1 13” Lexan Ruler 
14 M-O007034 1 Cutting Stick 28 M-S032041 1 Locking Knob 
15 M-O007010 1 Long Spacer 28A M-S007111 1 5/16 Pal Nut 
16 M-O007039 1 Upper Frame Spacer 
17 W-A007002 1 Main Frame Assy. 

NOT SHOWN 
M-O007080 1 Blade Hook 
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6.0 7000E Parts Diagram 

(7)
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7.0 TROUBLESHOOTING 
7.1 Paper Not Completely Cut 

Gradual wearing of the cutting stick is normal during machine operation. As a groove is formed in the stick by the cut­
ting action of the blade, the blade may not completely cut through the bottom sheets of the stack. When this condition 
occurs, rotate the cutting stick, or replace, if necessary. Also make sure the blade is level and is set for proper cutting 
depth. See Section 4.3.2 and Section 4.4.1. 

7.2 Excessive Pressure Necessary To Complete A Cut 
Sharpen or replace the cutting blade according to instructions in Section 4.4.2. 

NOTE: As an average, the cutting blade should be sharpened or replaced after eight cutting hours of 24# bond paper 
(90g/m2). Cutting heavier or more abrasive material may necessitate more frequent sharpening or replacement of the 
blade. 

7.3 Cut Paper Is Out Of Square 
Make sure the paper stack is correctly aligned to the side rail and back gauge. Also make sure the paper stack is correct­
ly clamped with the paper clamp. See Section 4.3.1. 

7.4 The Clamp Wheel Is Hard To Turn 
Lubricate the wheel according to instructions in Section 4.1. 

7.5 The Handle Is Hard To Move Up Or Down 
Lubricate the handle according to instructions in Section 4.1. 

7.6 The Blade Cuts On One Side But Not The Other 
Level the blade according to instructions in Section 4.3.2. 

7.7 The Blade Cuts In The Center Only 
The cutting stick is bad. Follow instructions in Section 4.4.1. 
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